KSONIDO SWR-300

Szélessavu hangszéro kettés papirmembrannal bassreflex alkalmazasokhoz. Jellemzéi: szilard, 6ntétt aluminium kosar,
aluminium csévetest, vordsréz gylrl a magneskdrben stronciumferrit magnes.

Widerange driver with dual paper cone for a bassreflex applications. Solid aluminium die cast basket, aluminium voice coil
carrier, impedance control ring, strontium ferrite magnet.

LLInpoKoNonocHbIM ANHAaMUK C ABOVHbIM BynaxHbIM Anddy3opom, npeaHasHadveH ans ®U. KopsmHa na npoyHoro nutoro
antoMUHNS, anioOMUHUEBBIN KapKac KaTyLwkW, MeQHOe KOJbLO Ha KEpHE MarHUTHOW Lienn, MarHnT — CTPOHLMIN cheppwT.

Thiele-Small parameters

€ Frequency Response: Frequency Response (2) Q@]ﬁ Fs: 15 Hz

1 — — — T — T eiaz] . Mmd: 22 3768 grams
Mms: 279023 grams
Cms: 0.7411 mm/M
Rms: 2.3876 kgis
Vas: 215 liter
Amax: *1.6 mm
Sd: 452 cm2
Re: 7 Ohm
Le: 04mH
Bl: 9.8467 T'm
Qms: 257
Qes: 0.443
Qts: 03779
no: 2018 %
SPL: 9505 dB-1WHMm
SPL: 95 63 dB-2.83VHMm

A gyartd az adatok véltoztatdsanak jogat fenntartja. A termék Magyarorszagon készil.
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